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SAFETY DATA SHEET 2007
PROTEX SYSTEMS LTD TEXTURED MASONRY

COATING™
IDENTIFICATION OF PRODUCT

Trademark
Protex Systems Ltd Textured Masonry Paint.

Chemical Description


Oil Modified Alkyd Resin in White Spirits.

HAZARDS IDENTIFICATION

Short term exposure
No effects known on humans from continuous short-term exposure.

Long term exposure
No permanent effects on humans known from discontinuous long-term exposure when used as directed.

Ecology
Prevent the emission of this product to the environment by blocking access to drains, access to watercourses and access to fields.

FIRST AID MEASURES

Skin

Wash immediately with plenty of soap and water.  If necessary consult a doctor.

Eyes
Treat the paint as an inert particle.  Irrigate with water for at least 15 mins.  Remove contact lenses for better cleansing.  If necessary, consult a doctor.

Oral
Rinse out mouth with water.  Drink large quantities of water.  Call a doctor.  Never give anything by mouth to an unconscious person.

Inhalation

Move away from the product to fresh air.  Treat any irritation symptomatically. If necessary, consult a doctor.

FIRE FIGHTING MEASURES

Conditions to avoid

Avoid flammable vapours when removing shrink-wrap film from pallets, since these may ignite due to static electricity.  Avoid over heating from external lighting and by direct contact with naked flames.  Avoid smoking.  Wash hands thoroughly before consumption of food.

Danger signs
Excessive fumes from over heating the paint.

Fire fighting measures
Fight the fire using water spray, sand, dry powder, carbon dioxide or foam. Cool packaging by spraying with water.  Not to be used: water jet.

Protective equipment
Impervious gloves.  Use goggles.  Appropriate self-contained breathing apparatus may be required. Use dust mask.  Good ventilation should be sufficient to control air born levels.

Combustion product


Carbon monoxide, carbon dioxide, steams and smoke.

ACCIDENTAL RELEASE MEASURES

Protective Equipment

Impervious gloves.  Use goggles.  Use dust mask.  Good ventilation should be sufficient to control airborne levels.

Spillage
This product represents little hazard to human since this material is regarded as not being acutely toxic.  Soaked up with sand, earth or purpose socks and collected for proper disposal.  The material constitutes as noticeable waste and is subject to the controls of waste regulation and the environment protection act.  Therefore, all waste disposal should be conducted through the waste disposal regulation authority for the area.

HANDLING AND STORAGE

Handling

Handle in a well-ventilated area.  Ensure all lids are on correctly.

Storage
Product should be stored, under cover, in a clean well-ventilated area.  Keep away from heat, sparks and other sources of ignition.  No smoking.  Protect from frost.  The product is prone to slow oxidation and is recommended that it be used on a first-in first-out basis.

Packaging materials To avoid

None.  The packaging materials out last the containers.

EXPOSURE CONTROLS/ PERSONAL PROTECTION

Engineer controls
Handle in a well-ventilated area.  Normal industrial hygiene measures should be sufficient.

Protective equipment
Impervious gloves.  Use goggles.  Use dust mask.  Good ventilation should be sufficient to control airborne levels.

PHYSICAL AND CHEMICAL PROPERTIES

Form


Viscous liquid

 Softening point

N/A

Colour


As label

Specific gravity

1.35
Solubility

Same


Flash point


23- 61(c
Odour


White spirits

Viscosity


40- 50


STABILITY AND REACTIVITY

Stable under the recommended storage and handling conditions.  In a fire, hazardous decomposition products such as smoke, carbon monoxide and oxides of nitrogen may be produced.  Keep away from oxidising agents, strong alkaline and strongly acid materials to prevent the possibility of exothermic reaction.

TOXICOLOGICAL INFORMATION

Dermal

This product may be irritating to the skin.

Eyes

Possible mechanical irritation only.

Oral

Unlikely to cause gastro intestinal irritation.

Inhalation

High concentrations of dust may cause tissue irritation and damage the respiratory system. Repeated, high exposure may cause chronic effect and permanent damage to lung function.

ECOLOGICAL INFORMATION

There is no data available on the preparation themselves. The product should not be allowed to enter drains or watercourses or to be deposited where they can effect ground or surface waters.

DISPOSAL CONSIDERATIONS

Do not allow into drains or watercourses or dispose of where ground or surface water may be affected.  Wastes, including enamel containers, are controlled waste and should be disposed of in accordance with regulations made under the “Control of Pollution Act “ and the “Environment Protection Act”.  Advice should be obtained from the Environment Agency whether the special waste regulations apply.

TRANSPORT INFORMATION

UN Number


1263

Class Number


3.3
Sub Risk


N/A

Pkg Grp


3

Marine Pollutant

yes

Ems



3.05
Mfag



1263
REGULATORY INFORMATION

Danger classification

Flammable
Symbol


Xn
Contains


Xylene

R Phrases

10 (Flammable)

S Phrases:

2 (Keep out of the reach of children.) 
24/25 (Avoid contact with skin and eyes.) 
26 (In case of contact with eyes, rinse immediately with plenty water and seek medical advice.)
28 (After contact with skin, wash immediately with plenty of soap and water or a recognised skin cleaner. DO NOT USE SOLVENT OR THINNERS) 
51 (Use only in a well ventilated area.)
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