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TECHNICAL SPECIFICATION 2007
PROTEX SYSTEMS LTD TEXTURED MASONRY COATING™
Protex Systems Ltd textured exterior masonry coating is an organic based enamel paint containing a developed blend of hard wearing amorphous minerals, titanium oxide and small quantities of crystalline silica.  The mixture is bound with strong polyethylene fibres and suspended in an alkyd resin/ white spirit.  The paint is lead free.

PROTECTION AND DECORATION

Resistance To Dirt Retention
Well- formulated paints based on Protex Systems Ltd resins are hard and resist dirt pickup and hence are well suited to urban and industrial zones.  They are self- cleaning, any dirt retained is easily washed away by rain.

Resistance To Blistering And Peeling
Deep penetration into the masonry surface ensures long lasting adhesion.  The micro porous nature of Protex Systems Ltd based paints means that they protect the masonry surface from wind driven rain, yet allow entrapped moisture vapour to escape.

Unique Ageing Characteristics
Protex Systems Ltd resin has been especially developed to resist in a controlled way the damaging effects of the sun’s UV rays.  Paints based on Protex Systems Ltd resins are self- cleaning.  A few microns on the surface of the paint film are regularly eliminated by rain, removing any retained dirt, preserving an appearance close to the original.

Weather Application

The film of masonry paints based on Protex resins is not affected by climatic conditions.  Application of these paints is possible either at low ambient temperature or at high wall temperatures.  Night time freezing temperatures after application will not affect the paint performance.
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