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SAFETY DATA SHEET 2007
PROTEX SYSTEMS LTD STABILISING PRIMER™
IDENTIFICATION OF PRODUCT

Trademark

Protex Systems Ltd Stabiliser

Chemical Description

White spirits suspended in Alkyd Resin.( BS245) OElppm

HAZARDS IDENTIFICATION

Inhalation

Liquid and vapour is irritant, may cause drowsiness, dizziness and ultimately.

Skin
Liquid is irritating to skin, may cause dermatitis.

Eyes
Vapour irritating to eyes.

Ingestion
Low viscosity product.  If after ingestion vomiting occurs, harmful or fatal if aspirated into the lungs.

FIRST AID MEASURES

Inhalation
Remove to fresh air.  If unconscious turn into the recovery position.  If persist seek medical help.

Skin

Wash with soap and water.
Eyes
Flush out with clean water for 10minutes. If persist seek medical help.

Ingestion

Do not make patient vomit.  Place patient in the recovery position.  If persist seek medical help.

FIRE FIGHTING MEASURES

Small Fires
Use carbon dioxide, dry chemical, foam, sand, earth or water fog.

Large Fires

Use foam or water fog.  Keep containers cool by spraying with water.

ACCIDENTAL RELEASE MEASURES

Any spillage may be absorbed into sand, clay or similar absorbent material.  Disposal should be carried out in accordance with the special waste regulations.  If any liquid enters drainage system inform Authorities, Fire Brigade and Environmental Agency.

STORAGE AND HANDLING

Handling

Ensure good ventilation.  Pump at no greater than 7 metres per second
Storage

Keep in tightly closed, clearly labelled containers.  No smoking. Naked flames, hot elements or other ignition sources must not be present.

EXPOSURE CONTROL (mg/m3) AND PERSONAL PROTECTION

O.E.S. 8hr T.W.A
O.E.L.8hr T.W.A

M.E.L.
O.E.L.Sol 8hr T.W.A. 150

Protection - Wear impervious gloves and suitable eye protection.
PHYSICAL AND CHEMICAL PROPERTIES
Formula:
Not applicable 
Vapour density gm/l’20c:
5.5

Solubility in water:
Insoluble      
Boiling point:

150
Molecular weight:
134

Freeze point:


(.20
Appearance:
Clear colourless liquid
Density Kg/L’15c:

0.778
Specific gravity:
1.35 
Evaporation rate:

63(ether=1)
Flash Point:
40(c
Explosion Limits:

0.10-0.20

Odour:
Mild odour
Viscosity c, st.@ 20c:

1- 24
Solubility in Organic:Miscible with many 

Auto-Ignition temp.(c:
232(c

STABILITY AND REACTIVITY

Stable at normal temperature and pressures.  Not reactive at normal temperature and pressure conditions

TOXICOLOGICAL INFORMATION

Inhalation

Not available

Skin Contact

Not available
Eye Contacy

Not available

Ingestion

Not available
ECOLOGICAL INFORMATION

LL50

Fish

Low1

High 10

mg/L
LL50

Daphnia
Low1

High 10

mg/L
LL50

Algae

Low1

High 10

mg/L
DISPOSAL CONSIDERATIONS

Do not allow into drains or watercourses or dispose of where ground or surface water may be affected. Wastes, including enamel containers, are controlled waste and should be disposed of in accordance with regulations made under the “Control of Pollution Act” and the “Environment Protection Act”. Advice should be obtained from the Environment Agency whether the special waste regulations apply.

TRANSPORT INFORMATION
UN Number

1300


C.A.S No.

64742-88-7

Class Number

3.3


ICAO/IATA

3
Sub Risk

N/A


Trem Card

30 G 35
Pkg Grp

3


E.M.S


3.07

Marine Pollutant
P


M.F.A.G

311

Ems


3.05


A.D.R


3,31(c

E.E.C Number
265-191-7

Emerg.Act.Code
3 {Y}

REGULATORY INFORMATION

Danger Classification


Flammable

Symbol




Xn
Contains




Xylene

R Phrases




10 (Flammable)
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